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~ Technical specification: ~
= FBAR: M12 A-Code — Series: M12A—Code
- & 4 ) — Number of contacts: 4
- BREK(40C) : 4A — Rated current(40C) :  4A
- BRHE: 250V — Rated voltage: 250V
- Bk 2500V - Rated impulse voltage: 2500V
- FRER 3 — Pollution degree: 3 |
- AR <10mQ — Contact resistance: <10mQ
- B#L4. P67 — Degree of protectio: IP67
0 — EHRAK: >100 — Mating cycles: >100
. % ] — REH#E: —40T+85C - Temperoture range: -40C - +85C
L=E A — BEEHE >100M0 — Insulation resistance: =100MQ
2 @ N T B %"Eﬁi\i: ;ﬁ‘iﬁ% — Termination method: screw connection 5
g% S *iq’:é*ﬁﬁi 0‘75 2 (max AWG1B) Wire gauge: max.0.75mm’ (max.AWG18)
= S o R max.L.fomm Amax. — Torque: 0.2Nm (screw terminal blocks)
- SRR 0.0Nm (Ragh) ~ Cable Outlet: 2 (2.1-3mm or 4-5mm)
- BHEE: 2 (21-3mm or 4-5mm)  _ Stripping length of the sheath: 20mm
N - REALKR: 20mm — Stripping length of the individual wire:5mm
- R&ALKE: Smm Material properties : -
MR — Material of locking system: Stainless steel
- SIRME: 784N — Material of contact: copper alloy
s — E4HE: Ao Contact plating: Au
A H E4ETAE. g4 — Material of housing : PA
Contact arrangement 4o e’ b Colour of housing: RAL 9005 (Black)
m ) Bﬁﬁ: RAL 9005 (%ﬁ) — Material of Insert: PA lan)
13 - MR- PA Standards: IEC 61076-2-101
s #4%%E: IEC 61076-2-101
Bs
éﬁﬁﬁ - Drawing No. -
_‘ . i o BRE | M125-FO4A-T-2D5
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